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Abstract 
The irradiation damage behavior was studied in the nano-grained Ni-Mo-Cr alloy (nano-grained 
GH3535), which was irradiated by He ion to various dose. The evolution of defects and hardness 
changes are characterized by transmission electron microscopy and nanoindentation to explore the 
irradiation tolerance of the nano-grained GH3535 and the coarse-grained GH3535 (annealed GH3535), 
where the later was chosen as reference material to make comparison with nano-grained GH3535. The 
results show that though both the average size and number density of He bubbles increase with an 
increase in the irradiation dose, the smaller volume fraction is found in the nano-grained GH3535 
compared with the coarse-grained GH3535 under the same irradiation condition. This indicates that 
the nano-grained GH3535 possess better irradiation swelling resistance than the coarse-grained 
GH3535. However, the increase in the hardness of the nano-grained GH3535 is more significant than 
in the coarse-grained GH3535 under the same irradiation dose. This suggests stronger irradiation-
induced hardening of the nano-grained alloy comparing to coarse-grained alloy, due to the impeding 
effect caused by grain boundaries decorated with He bubbles. This study provides insight into the 
design of irradiation-tolerant nickel-based alloys for nuclear industry applications. 
Keywords: Nano-grained nickel-based alloys; He ion irradiation; He bubble; Swelling; Irradiation 
induced hardening. 
 






Molten salt reactors (MSRs) are one of the six most promising advanced Generation IV nuclear 
systems [1]. To date, since nickel-based alloy UNS N10003 alloy (Hastelloy N alloy, GH3535 alloy) 
have excellent resistant to molten fluoride salt, it been widely accepted as the most promising candidate 
structural materials [2, 3]. However, the dimensional instability produced by neutron irradiation has 
been a cause of much concern in terms of safety and structural integrity. Point defects introduced by 
energetic neutron aggregate to form vacancy clusters, dislocation loops and solute cluster. Additionally, 
He bubble produced by the (n,𝛼) transmutation reaction of nickel with neutrons can precipitate into 
He bubbles because of its low solubility [4]. These defects result in irradiation-induced hardening, He 
embrittlement and swelling, thus degrade the mechanical properties and threaten safety of reactor. For 
nickel-based alloys, it has been found that He embrittlement is the primary irradiation degradation 
pathway [5]. 
The development of irradiation resistance materials is a critical issue for a longer and safer cycle 
in nuclear reactors. Introducing high-density nanoscale defect sinks, such as grain boundaries [6], 
nanoprecipitates [7] and free surface [8, 9], is an appealing strategy to eliminate irradiation-induced 
point defects and alleviate the degradation of mechanical properties. Because of their improved 
mechanical properties [10], nano-grained materials have been received great attention and extensively 
studied in recent years. Several experimental and theoretical studies on nano-grained materials have 
been done and found that nano-grained materials with increased grain boundary population are more 
tolerant to high radiation doses compared with traditional materials [10-16]. Several severe plastic 
deformation (SPD) techniques, such as ball milling, high-pressure torsion (HPT), equal-channel 
angular pressing (ECAP) etc. have been used to fabricate nano-grained alloys [17]. Additionally, these 
techniques can produce materials with unique combinations of properties, such as extraordinarily high 
strength and ductility, high fatigue life and toughness [18]. However, rare investigation on the 
irradiation resistance of nano-grained alloy fabricated by SPD has been reported. 
Due to the advantages of nano-grained structure developed from SPD techniques, the nano-
grained GH3535 alloy fabricated by HPT was chosen to verify their effectiveness in obstructing He 
swelling and irradiation induced hardening. Additionally, defects evolution, such as He bubbles and 
loops in nano-grained materials with grain size smaller than 100 nm have rarely been studied. Since 
the grain size has influence on the resistance tolerant to irradiation [19-21], the smaller grain size may 
influence the behavior of He bubble and dislocation loops differently. Thus, these defects behavior in 
the nano-grained GH3535 could be explored. 
In this work, the nano-grained GH3535 was irradiated using high energy He ions, with the coarse-
grained GH3535 (annealed GH3535) as reference materials. The evolutions of microstructure and 
mechanical property degradation of nano-grained GH3535 are systematically investigated. The 
purpose of this study is to study the resistance tolerance of the nano-grained GH3535 and assist in the 
development of irradiation resistant nickel-based alloy. 
 
2. Experimental  
A Ni-Mo-Cr alloy (GH3535), with compositions shown in Table 1 [22], was co-developed by 
Institute of Metal Research (IMR), and Shanghai Institute of Applied Physics (SINAP) of the Chinese 




is typically used in the fully solution-annealed condition with coarse-grain microstructure, which is 
referred to as norm-GH3535 hereafter. The EBSD orientation map in Fig. 1(a) reveals its bimodal 
microstructure consisting of coarse (> 50 µm) and fine (< 50 µm) equiaxed grains with a large number 
of annealing twins and about 1.25% of Mo-rich M6 [C, Si] complex carbides. In order to apply HPT, 
we cut disk samples (10 mm in diameter and 0.8 mm in thickness) from the as-received fully-annealed 
plate so that the disk normal was parallel to the rolling direction (RD) of the plate. Disk samples were 
then subjected to HPT processing to produce nano-grained microstructure [23]. HPT processing was 
conducted at room temperature with a pressure of 6.0 GPa and rotation speed of 1 rpm. GH3535 disk 
samples were processed up to 10 turns by HPT. As shown in Fig. 1(b), the nano-grained GH3535 
(referred to as nano-GH3535 hereafter) has rather equiaxed grains while the grain size analysis shown 
in Fig. 1(c) suggests the average grain size of about 70 nm. 
Table 1. The nominal chemical composition (in wt. %) of GH3535 alloy 
Elements Ni Mo Cr Fe Mn Si C Al Cu 
wt. % Bal. 17.1 7.1 4.2 < 1.5 
 
Fig. 1. EBSD orientation maps of (a) norm-GH3535, (b) nano-GH3535 and (c) the grain size 
distribution of nano-GH3535. 
 
In order to explore the effect of the nano-grained microstructure on the irradiation, we have 
irradiated both norm-GH3535 and nano-GH3535 alloys. Samples for ion irradiation were first 
































surface stresses. The polished samples were then irradiated at 650 °C using 1MeV He+ ions to fluences 
of 1× 1016, 3× 1016 and 6× 1016 ions/cm2 for about 1, 3 and 6 hours. Fig. 2 presents SRIM [24] 
predictions of He concentration and displacement-per-atom (dpa) as a function of depth (distance from 
the irradiated surface) for the ion fluence of the 3×1016 ions/cm2 – the He concentration reaches a peak 
value of ~1.4 at. % at depth of ~1700 nm, which also roughly coincides with the maximum dpa damage. 
In the present SRIM calculations, we used displacement threshold energy of 40 eV for Ni, Fe and Cr 
elements and 60 eV for Mo. These are the main alloying elements in GH3535 alloy (Table 1), whereas 
minor alloys elements were omitted from the calculation. Furthermore, one need to keep in mind that 
the SRIM calculations do not take into account the state of microstructure, hence, the SRIM predictions 
are identical for both norm-GH3535 and nano-GH3535 alloy. 
 
Fig. 2. The depth distribution of He concentration and displacement per atom in GH3535 with He ion 
fluence of 3×1016 ions/cm2. 
 
Following the ion beam irradiation, we examined the He bubbles formation and the effect of their 
presence on mechanical properties (i.e. irradiation-induced hardening) of both coarse-grained and 
nano-grained GH3535 alloys. The distribution and size of formed He bubbles was examined using 
TEM after extracting a cross-sectional sample about 50 nm in thickness employing the Ga+-based FIB. 
This was done employing Tecnai G2 F20 Transmission Electron Microscopy (TEM), and Helios G4 
UX Focused Ion Beam (FIB). Here, the final milling was performed with Ga beam energy of 5 KeV 
at a current of about 8 pA to avoid the sample damage caused by Ga ions during sample preparation. 
The effect of formed He bubbles on mechanical properties of the alloys was then explored using nano-
indentation measurements employing G200 nano-indenter. A diamond Berkovich tip with a radius of 
20 nm was used with the continuous stiffness measurement (CSM) method and the maximum 
penetration depth was set 1200 nm. Twelve independent indents were made at each depth – i.e. the 
distance from the irradiation surface – we then found the mean (average) and standard deviation of 
obtained measurements as a function of depth.  
 
3. Results and discussion 
It is well-understood that the high-energy particle irradiation leads to the formation of vacancies 
and interstitials, which are generated as a result of displacement cascade [25, 26]. These point defects 






























































can (i) recombine and annihilate, (ii) aggregate into point-defects clusters, or (iii) get trapped by so-
called defect sinks such as grain boundaries, dislocations, present interphases, etc. However, since 
interstitials in metals diffuse generally faster than vacancies [27, 28], they might reach grain boundaries 
faster leaving behind mobile vacancies [20]. These then agglomerate to form vacancy clusters, which 
then hinder the motion of dislocations leading to the irradiation-induced hardening. When it comes to 
He atoms they can get trapped at grain boundaries or dislocations to form He bubbles. However, they 
can get also trapped by formed vacancy clusters leading to formation of He-vacancy complexes [29], 
which then act as a nucleus site for He bubbles. Formed He bubbles cause the irradiation-induced 
swelling, and similarly to the vacancy clusters they interact with moving dislocation leading to the 
irradiation-induced hardening [30-32]. This is caused by the interaction between the stress fields 
associated with irradiation-induced defects (bubbles, clusters, etc.), and stress fields of moving 
dislocations [20]. In what follows, we first discuss the effect of the state of the microstructure on the 
He bubbles formation and irradiation-induced swelling, and then we look into their effect on the 
mechanical properties and the irradiation-induced hardening.  
 
3.1 Effect of the grain size on the He bubbles formation 
In the present work, we employed TEM to survey the number density, size, shape and distribution 
of the formed He bubbles as a function of depth – i.e. the distance from the irradiated surface. Fig. 3(a) 
presents collected TEM images in the vicinity of the peak damage. The SRIM calculation shown in 
Fig. 2 suggests that maximum peak damage and maximum He concentration is expected in the depth 
of about 1750 to 1950 nm. The predictions of the SRIM calculations are confirmed in Fig. 3(a), where 
the number density of formed He bubbles is presented as bar chart. It then becomes clear from Fig. 
3(b-d) that He bubbles are distributed heterogeneously with preferential nucleation along the grain 
boundary (yellow arrows). There is, however, a fair amount of He bubbles still present within grains – 
these presumably nucleate from the formed vacancy clusters or presents dislocations found within 
grains. Furthermore, as one would expect the TEM analysis revealed that both the size and number 
density of He bubbles increases with an increasing fluence (irradiation dose).  
As regards the shape of observed bubbles, we found that He bubbles along the gain boundaries 
have somewhat ellipsoidal shape when irradiated to the highest fluence of 6×1016 ions/cm2. This can 
be explained by their growth along the grain boundaries. It is, further, noted that the size of He bubbles 
along the grain boundaries is not evidently larger than those found within grains. The detail analysis 
of collected TEM images focused on the distribution, density and the size of formed He bubbles is 
then shown in Fig. 4. Note that the count shown in Fig. 4 includes He bubbles found in the intergranular 
regions as well as grain boundaries. Since some of the observed helium bubbles are elliptical, the long 
axis dimension is selected as the representative size of the bubbles in this study. Fig. 4(a) suggests an 
increasing size of the formed He bubbles with an increasing ion fluence from about 1.48, 1.98 to 2.29 
nm. Interestingly, under the current elevated temperature irradiation conditions, no irradiation-induced 
dislocation loops or precipitation in irradiated nano-GH3535 were observed. The absence of 
dislocation loops is presumably a consequence of high-density of effective defect sinks such as a large 





Fig. 3. (a) The bright-field TEM micrograph of the post-irradiated nano-GH3535 (650 °C, 1×1016 
ions/cm2) superimposed with the number density of the formed He bubbles. (b-d) The magnified 
images of peak damage regions under under-focus and over-focus conditions of all examined 
fluences. 
 
In order to evaluate the effect of the formation of He bubbles on irradiation-induced swelling, we 
further obtained the volume fraction (
𝑉1
𝑉2
) of He bubbles, the ratio of the total volume of helium bubbles 










𝜋𝑟3𝑁𝑑,                    (1) 
where 𝑟 and 𝑁𝑑 are the equivalent radius and number density of the He bubbles, respectively. It is 
important to note that this method of estimating volume fraction of formed He bubbles ignores the 
influence of small bubbles since only bubbles observable in TEM are included [10]. The resultant 
volume fraction of He bubbles was estimated to be 0.035%, 0.098% and 0.182% for the nano-GH3535 
irradiated to fluences of 1×1016, 3×1016, 6×1016 ions/cm2, respectively. 
 
Fig. 4. (a) The He bubbles size distribution in the peak damage region for all examined fluences and 
(b) corresponding He bubble number density and their average size. 
 
In order to assess the resistance to He bubble formation (swelling) of the nano-GH3535, the 
identical irradiation condition are repeated on the norm-GH3535 – He+ irradiation at 650 °C to a 
fluence of 3×1016 ions/cm2. Fig. 5(a) shows the typical TEM bright filed under-focus image 
superimposed with the obtained distribution of He bubbles. It is clear that the He bubbles are found in 
the depth from about 1110 nm to 2100 nm. The black dot-like features in Fig. 5(a) in the depth of 600-
2100 nm are dislocation loops or/and solute clusters, which were reported in Ref. [30, 33]. The 
micrographs at the peak damage region (1750 nm - 1950 nm, Fig. 2) are obtained under the under-
focus and over-focus conditions, which are shown in Figs. 5(b) and 5(c). Compared with the nano-
GH3535, He bubbles are evenly distributed in the matrix of norm-GH3535 and have more-or-less 
identical size. The number density, average size and volume fraction are also calculated, and 
corresponding values are 6.36×1023 m-3, 2.39 nm and 0.145% – these agrees well with the previous 
study in Ref. [30]. 






































































































Fig. 5. (a) The bright-field TEM micrograph of the post-irradiated norm-GH3535 (650 °C, 3×1016 
ions/cm2). The magnified images of peak damage regions under (b) under-focus and (c) over-focus 
conditions. 
 
Lastly, we estimated the internal He pressure in formed bubbles employing following equilibrium 




,                    (2) 
where 𝛾 is the surface energy (~2.0 J/m2 for nickel-based alloys). Here, a classical equation of state 
proposed by Mill [35], is used to calculate the bubble pressure at the peak damage region: 





3 + (−12.483 − 0.024549𝑇) ∗ 𝑃−
2
3 +
                                              (1.0596 + 0.10604𝑇 − 19.641𝑇−
1
2 +
189.84𝑇−1) ∗ 𝑃−1,         (3) 
where 𝑇 is the absolute temperature in Kelvin; 𝑃 is the pressure in kilobars. The He bubbles are 
assumed to be in equilibrium state, the pressure in the nano-GH3535 samples under three different 
irradiation fluneces is estimated to be 5.41, 4.04 and 3.65 GPa, respectively. The corresponding He-
to-vacancy ratio in the bubbles is 1.26, 1.14 and 1.11. By using the molar volume and bubble density, 
the He concentration is also calculated, and the values are estimated to be ~ 0.14, 0.35 and 0.62 at.%. 
It is worthy noted that calculated He concentration is much lower than the values predicted by SRIM 




not detected by TEM, or the He bubbles are more likely to be over pressurized [9]. Moreover, in norm-
GH3535, this value is ~ 0.49 at.% in the case of ion fluence of 3×1016 ions/cm2, which is higher than 
that in nano-GH3535 (0.35 at.%) under the same condition. This also means that fewer He atoms are 
contributed to the formation of observable He bubbles by TEM in nano-GH3535. 
When comparing the He bubbles in norm-GH3535 and nano-GH3535, it became clear that the 
He bubbles in the nano-GH3535 are noticeably smaller while their density is higher. The smaller 
average size and higher number density can be explained as follow. In the case of nano-GH3535 
microstructure, a large number of He atoms is trapped at the grain boundaries, this then reduces the 
He atoms supply for the growth of already nucleated He bubbles [29]. Hence, the mean size of He 
bubbles is smaller in nano-GH3535. A large number of interstitials can be absorbed preferentially by 
the grain boundaries in nano-GH3535 under irradiation, resulting in more vacancies being left behind, 
which can then form vacancy clusters, which provide more nuclear sites for even more He bubbles. 
These lead to the formation of large number of small He bubbles in the nano-grained microstructure. 
The formation of He bubbles causes swelling of the alloy, and its severity is mainly related to the 
volume fraction of formed He bubbles. In this study, the volume fraction of He bubbles in the nano-
GH3535 irradiated with the ion fluence of 3×1016 ions/cm2 was estimated to be 0.098%, while in the 
norm-GH3535 it was estimated to be about 0.145%. These results suggest the nano-GH3535 with 
nano-grained microstructure possess better He swelling resistance than the norm-GH3535 with fully-
annealed coarse-grained microstructure. This can be of technological importance as the swelling of 
Ni-based alloys under operation conditions of a nuclear reactor can lead to premature failure of 
components and structures. 
 
3.2 Effect of He bubbles on mechanical properties 
In order to explore the effect of the He+ irradiation on the mechanical properties we performed a 
series of nano-indentation measurements. Figs. 6(a) and 6(b) shows the averaged nano-indentation 
measurements as a function of depth - i.e. distance from the irradiated surface (0 nm) of both nano-
GH3535 and norm-GH3535 before and after He+ ion irradiation. Note that owing to the surface effect 
on the accuracy of the measurement, the nano-indentation measurements corresponding to a depth less 
than 70 nm are omitted. It becomes immediately apparent from nano-indentation measurements in Figs. 
6(a) and 6(b) that the ion irradiation has a much great effect on the hardness of nano-grained 
microstructure than it has on fully-annealed coarse-grained microstructure. One, however, needs to be 
cautious when evaluation hardness of the crystalline material from the hardness depth-profile in 
particular when assessing the effect of the ion irradiation due the presence of so-called Indentation 
Size Effect (ISE), and Softer Substrate Effect (SSE).  
Nix and Gao [36] introduced a model describing the ISE for crystalline materials based on 
geometrically necessary dislocations (GNDs), in which the depth dependence of the hardness can be 
expressed as follows: 
𝐻 = 𝐻0√1 +
ℎ∗
ℎ
,                  (4) 
where, 𝐻 is the measured hardness at the certain depth (ℎ ) of indentation, 𝐻0 is the hardness at 
infinite depth, and ℎ∗ is the characteristic length that depends on the shape of the indenter tip, the 
shear modulus and 𝐻0. The obtained nano-indentation measurements are thus plotted as 𝐻




and 1/ℎ (x axis) in Figs. 6(c) and 6(d). The unirradiated nano-indentation measurements basically 
follow a linear relationship as one would expect based on the Nix-Gao model (Eq. 4), however, the 
measurements taken on the ion-irradiated samples (regardless of the fluence or the grain size) does not 
follow a linear relationship predicted by the model. The hardness-depth profiles for irradiated 
specimens displays a rather clear bi-linear relation with the inflection point at depth of about 350 nm 
again regardless of the fluence or the grain size. It has been shown in Ref. [37] that this deviation from 
the linear Nix-Gao model is caused by the presence of the SSE – i.e. the plastic deformation of the 
softer unirradiated region (substrate) beyond the harder ion-irradiated near-surface region affects the 
hardness measurement. Note that unirradiated softer undelay will start to plasticity deform before the 
tip reaches that part of the material. The SSE, therefore, affects the hardness-depth profile while still 
probing hardened ion-irradiated region thus leading to a misleading hardness measurement. The 
inflection points in both Figs. 6(c) and 6(d) at 350 nm, which is about 1/6 of the irradiation damage 
layer depth (~2000 nm). This result is consistent well with the previous studies in Ref. [22, 38].  
For unirradiated samples, the hardness 𝐻0 calculated by fitting the hardness data at depth from 
70 nm to 1200 nm, and the value was calculated as 7.46 GPa. As for the irradiated samples, the 
hardness at depth from 70 nm to 350 nm can be fitting to obtain the hardness at certain level of ion-
induced damage. As the ion fluence increases, the nano-hardness of the irradiated nano-GH3535 
samples was calculated respectively as 9.52, 9.62 and 9.78 GPa according to this depth interval. 
Moreover, the nano-hardness increments (∆𝐻) defined by the value difference of 𝐻0 between the 
irradiated and unirradiated samples. According, the ∆𝐻  values for three irradiation cases are 
measured to be 2.06, 2.16 and 2.32 GPa. It is evident that the hardness increases with an increase in 
the irradiation dose. In the similar fashion, we have analyzed the nano-indentation measurements for 
the norm-GH3535 alloy’s condition. By fitting the linear relationship into nano-indentation 
measurements in Fig. 6(d), The nano-hardness of norm-GH3535 samples under the same conditions 
as nano-GH3535 before and after irradiation was calculated as 2.77, 3.38, 3.74 and 3.88 GPa, and the 





Fig. 6. The average nano-hardness measurements as a function of depth (distance from the irradiated 
surface) of both studied conditions before and after He+ ion irradiation are shown in (a) nano-
GH3535 and for (c) norm-GH3535 and corresponding profiles of H2 versus 1/h are shown in (b) and 
(d), respectively. 
 
Fig. 7 presents the estimated hardness values of the ion-irradiated region versus the ion fluence 
in both nano-GH3535 and norm-GH3535. The irradiation induce hardening occurred in both alloys. 
Moreover, the hardness appears increasing continuously with the increase of fluence in norm-GH3535, 
while in the nano-GH3535 the hardness is increasing in a rather more incremental manner as a function 
of increasing fluence. 
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Fig. 7. The hardness of post-irradiated norm-GH3535 and nano-GH3535 versus ion fluence 
 
The hardness of the unirradiated nano-GH3535 is about three times as much as the of the 
unirradiated norm-GH3535. As expected, this is caused by the Hall-Petch (grain-size) strengthening, 
which has a direct effect on the yield strength of the alloy. As for the irradiated samples, their irradiation 
induced hardening (hardness increase) is mainly caused by the presence of He bubbles and the severity 
depends directly on the volume fraction of He bubbles. In the case of ion fluence of 3×1016 ions/cm2, 
the volume fraction of He bubbles in nano-GH3535 is smaller than that in norm-GH3535. One would 
thus intuitively expect the hardness increase to be smaller for the nano-grained microstructure, 
however, it is clear from Figs. 6 and 7 that the increase in the hardness of the nano-GH3535 is more 
significant than in the norm-GH3535 under the same ion fluence. This suggests stronger irradiation-
induced hardening of the nano-grained alloy comparing to coarse-grained alloy. 
Companied with the ion irradiation, high temperature may lead to the microstructural changes in 
the HPT materials [39-42], which can affect the mechanical properties. Firstly, the grain-grown usually 
occur in the HPT materials at high temperature, which can result in a decrease of the hardness. 
However, as shown in Fig.8, the grain size remained practically unchanged after irradiation herein, 
which can be attributed partially to the large alloying element concentration [39-41]. Beside of the 
grain size, the density and arrangement of dislocation lines also has an influence on the hardness. 
Though the density of dislocation tends to reduce largely after annealing, according to previous studies 
[40, 41], the decrease of the mobile dislocation density can decrease the softening effect of reduced 
dislocation density. As a consequence, the microstructural changes induced by high temperature have 
no considerable effect on the hardness. 





























Fig.8 The bright-filed TEM micrographs of unirradiated and post-irradiated nano-GH3535 condition 
It is noted that defects introduced by irradiation may enhance the effect of high temperature in 
the microstructural changes. The helium atoms, aggregated at grain boundaries, may yield both kinetic 
and thermodynamic retardation of the grain grown as well. Interstitials can attribute to the climbing 
and disappearance of mobile dislocation [43], which result in less density of mobile dislocation density. 
These microstructural changes can lead to the increase of the hardness. Furthermore, According to MD 
studies [44, 45], the dislocations are emitted from grain boundaries and move across the grain during 
tension loading. The regions of high free volume in the grain boundaries or triple junctions can act as 
the preferential sites for emission of dislocations. He atoms, as similar as H atoms, preferentially 
aggregate and grow at the grain boundary and occupy the priority point of dislocation line emission to 
impede dislocation emission and the movement of dislocation lines between grains, thus lead to the 
hardening of alloy [45]. It should be noted that this impeding effect seems to be independent of the 
size and number density of He bubbles at the grain boundary, and the effect strength is far greater than 
that of the dispersed barrier hardening (DBH) of He bubbles in the grains [33]. Therefore, the 
irradiation induced hardness increase in nano-GH3535 is much larger than that of in norm-GH3535, 
rather than the influence of the volume fraction of He bubbles. 
 
4. Conclusion 
In summary, the both nano-GH3535 and norm-GH3535 alloys have been irradiated by He ion at 
650 °C with ion fluence up to 6×1016 ions/cm2. The He bubble formation is observed by TEM while 
the irradiation induced hardening is investigated using nano-indentation technique. The main 
conclusions are as follows: 
(1) Nano-scaled He bubbles are observed in the nano-GH3535. With an increasing irradiation 




(2) Compared with the norm-GH3535, the He bubbles observed in the nano-GH3535 are smaller 
and denser. Additionally, the volume fraction of He bubbles is lower in the nano-GH3535. Hence, it is 
concluded that nano-grained microstructure could suppress the He swelling. 
(3) These grain boundaries decorated with He bubbles will become stronger barriers to the 
movement of dislocation lines between grains, which leads to the much higher hardness increment in 
nano-GH3535 after irradiation than that of in norm-GH3535. This suggests stronger irradiation-
induced hardening of the nano-grained alloy comparing to coarse-grained alloy. 
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